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For more information on these products contact  
your local VWR sales office, or visit vwr.com

How to select hearing 
protective equipment

Hearing protective equipment is designed to 
help reduce noise to a safe level provided it is 
selected and used correctly and at all times 
when exposed to the hazardous noise level.

When selecting HPE it is important to ensure the 
hearing protector is appropriate to the task and 
work being undertaken. Selecting HPE with too 
much attenuation (protection rating) can lead to 
isolation and affect the wearer’s ability to hear 
important signals. On the other hand, selecting 
HPE with insufficient attenuation leaves the 
wearer still exposed to noise risk. In addition to 
attenuation and workplace requirement (e.g. 
essential communication), comfort and wearer 
acceptance is one of the key factors when 
selecting appropriate hearing protectors.

European Guidance Document EN 458 
(selection, use, care and maintenance of hearing 
protectors) provides a valuable insight into the 
correct process for selecting hearing protective 
equipment. 

The ideal effective sound pressure level at the 
ear when wearing hearing protector is 75 to 
80 dB(A). Effective sound level above 85 dB(A) 
at the ear is likely to cause hearing damage 

whilst sound level significantly below 70 dB(A) 
could result in over-protection leading to 
isolation.      

The attenuation properties of hearing protectors 
can vary greatly depending on the product 
design and the choice of sound absorbing 
material. 

There are three ways of estimating effective 
sound level at the ear when wearing hearing 
protectors; octave band method, High Medium 
Low (HML) method and Single Number Rating 
(SNR) method. 

Octave band and HML method provide a more 
effective way of estimating effective sound level 
at the ear as they take into consideration 
individual test frequency measurement or 
broader group of frequencies (High, Medium or 
Low). 

The HML method is relatively simple and easy to 
use does not involve the use of sophisticated 
measuring equipment, whilst the Octave band 
method often requires a more advanced 
monitoring device.  

As well as understanding that different 
occupational noise hazards and environments 
that require different types of hearing 
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protection, it is equally important to consider 
compatibility with other forms of personal 
protection equipment. If equipment such as a 
safety helmet or safety eyewear is also needed, 
the items must work together as a whole, 
otherwise there is always a danger that one 
piece might compromise the performance of 
another. This can also impact on comfort which 
is one of the important selection criteria. If an 
item of PPE is not comfortable it is unlikely to be 
worn thus leaving the worker vulnerable to noise 
induced hearing loss.  

Training considerations

Under the PPE Use Directive 89/656/EEC, 
employers are required to provide employees 
with information, instruction and training on 
personal protective equipment. The primary aim 
is to ensure that workers fully understand the 
reason for using any PPE and health implications 
if they fail to wear and maintain their equipment 
correctly and for the entire duration of exposure 
to a given hazard. Workers also need to have a 
general awareness of the health hazard and 
different control measures to protect themselves 
from the risk of exposure.

It is important to communicate to employees the 
importance of wearing the right PPE for the 
complete duration of an exposure period.  

If workers remove HPE for even a small amount 
of the time they are exposed to harmful noise 
and the level of protection will be significantly 
reduced. Wearing HPE for only 90 per cent of 
the time, for example, will mean that the wearer 
is offered virtually no protection.

Validating hearing protection

The Physical Agents (Noise) Directive 2003/10/EC 
states that suitable hearing protectors must be 
worn when you reach the Upper Exposure 
Action Value of 85 dB(A) continuous noise or 
equivalent peak level. It can be difficult to 
determine what level of protection a given 
hearing protector is achieved by the wearer 
without fit validation testing. 

The overall effectiveness of the correctly chosen 
HPE depends on how well the product is fitted 

by the individual wearer and whether it is worn 
for the entire duration when exposed to 
hazardous noise levels. If the chosen HPE is not 
fitted correctly the overall attenuation will be 
significantly lower, more so in the case of 
earplugs.

Often, a correction factor (de-rating) is applied 
to the laboratory generated attenuation value to 
compensate for any reduction in attenuation 
arising due to poor fitting, but there are 
inherent issues with this ‘blanket’ approach as 
some wearers may achieve higher protection 
than the stated labelled value thus leading to 
isolation. There is no agreed consensus on 
de-rating hearing protectors within the 
European member states. Some member 
countries have a varying level of de-rating 
depending on the product type, whilst others 
apply a single figure for all types of products.

As an alternative, you may wish to consider 
individual fit testing that can help determine the 
actual attenuation achieved by the wearer as 
part of general training and motivation. 

The 3M E-A-Rfit Validation System enables 
employers to help train and educate employees 
of the importance of correct fitting of hearing 
protectors. The 3M E-A-Rfit Validation System 
relies on objective measurement thus eliminating 
any subjective variability in determining the 
Personal Attenuation Rating (PAR) of individual 
wearer. The PAR value can be used to check 
suitability of a given hearing protector against 
the workplace noise hazard with due 
consideration for under-protection or in some 
cases over-protection. It can also highlight the 
need for better training or size selection of 
different earplugs due to differences in the 
anatomy of the ear canal from one wearer to 
another.

Noise can have a devastating effect on people’s 
health, livelihood and well-being. Noise induced 
hearing loss is an insidious problem and early 
signs are often ignored. Preventing the onset of 
hearing loss will help you enjoy your favourite 
sounds, whether they are sounds of your loved 
ones or natural sounds you enjoy as you stroll 
through the countryside. 
  
3M, SoundPro, and E-A-Rfit are trademarks of 
3M Company. 




